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Contact Information

MDU is an universal remote control module with two independently operated dry contact relays. 
The module is suitable for wide range of applications: 
 - Arming and disarming of intruder alarm panels (pulse or latch operating modes) 
 - PANIC button function
 - Car alarm control
 - Control of home devices
Comes with 2 remote controls in the kit.

Description

• ECLIPSE series - Intruder Alarm Panels
• VEGA6/ VEGA6 RF - Intruder Alarm Panels
• CA 62 - Intruder Alarm Panel

Compatible Product Range

• Packing box - MDU Kit: 1pc Remote control module and 2pcs Remote control units.
                         Dimensions: 125 x 71 x 38mm

Operating voltage . . . . . . . . . . . . . . . . . . . . . . . . . 9-24 V AC/DC
Max. Relay Contacts current . . . . . . . . . . . . . . . . . 3A
Type of the relay outputs (selectable via jumper) . . . NC/COM or�NO/COM 
Operating frequency . . . . . . . . . . . . . . . . . . . . . . . 433MHz
Number of channels . . . . . . . . . . . . . . . . . . . . . . . 2
Working temperature. . . . . . . . . . . . . . . . . . . . . . . -20°C ÷ +60°C
Maximum range of remote controls . . . . . . . . . . . . 100 m
Dimensions . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 74.5 x 54.5 x 27mm
Weight (control module) . . . . . . . . . . . . . . . . . . . . ~ 68 g

Functional Specifications
џ Range - 50-100m
џ Two independent channels
џ Operating frequency - 433MHz
џ Individual programming of each channel for LATCH or PULSE operating mode
џ Built-in power relay in each channel
џ Wide operating range of Remote control transmitter
џ Up 100 remote control units can be added to one control module
џ 2 remote control units in the set
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