
SF300
OUTDOOR SIREN

SIRENE EXTERIOR

Installation Manual
Manual de instalação





60 mm

310 mm

230 mm

Kg 0.750 kg

IK08 for electronics/ 
para electrónicos

IP54 for electronics/ 
para electrónicos

96dB / 1m

3.1 - 3.8 kHz

-40°C - +85°C

IK04

20 - 30V DC

<17mA at 24V
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Aerosol Dispenser / Aerosol Dispensador

Cordless Heat Detector Tester / 
Teste de Temperatura sem fios
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ProblemIndication Solution

Troubleshooting

The siren does not 
function. 

No sound and light
indication.

Check the power cables.
If intact, according to the connection 

c  scheme, then heck serviceability of 
.the output on the panel

No sound indication.

No light indication.

Check connecting conductors 
between speaker and siren.
If the speaker is connected, there is
a speaker failure, please contact with
your distributor. 

Flash indication failure please 
contact with your distributor.

Check the serviceability of the output
of the panel.

ProblemaIndicação  Solução

Solução de problemas

A sirene não 
funciona.

Sem  indicação 
de som e luz.

Verifique os cabos de alimentação.
Verificar se as ligações 
correspondem ao esquema, 
e verificar as saídas na central.

Nenhuma indicação 
de som.

Nenhuma indicação de luz.

Verifique a ligação entre a placa e 
o alto-falante.
Se o mesmo está ligado, não há 
uma falha do alto-falante, entre em 
contacto com seu distribuidor. 

Indicação de Falha de Flash, por 
favor entre em contacto com seu 
distribuidor.

Verifique a saída da central.

Português

A sirene não pára 
de tocar.

No caso de não conseguir resolver um problema, entre em contacto com um 
representante do fabricante.
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